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sunpor® STD
sunpor® SE
roofpor®

terrapor®

test according to EN 12667;
mean temperature 10 °C;
test specimens thickness 50 mm;
conditioning 7 days @ 60 °C

0,62 0,75 0,87 1,0 1,12 1,25 1,37 1,50 1,62 1,75 1,87 2,00 2,120,62 0,75 0,87 1,0 1,12 1,25 1,37 1,50 1,62 1,75 1,87 2,00 2,12

Prüfung nach EN 12667;
Mitteltemperatur 10 °C;
Probendicke 50 mm;
Konditionierung 7 Tage @ 60 °C 
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* bei einer Dicke von 1 Inch = 25,4 mm

* applies for thickness of 1 inch
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Bei den Angaben handelt es sich um typische Richtwerte. Die Materialspezifikationen können den technischen Merkblättern der einzelnen Produkte entnommen 

werden. Die Werte und Eigenschaften sind stark von der Verarbeitung des Rohstoffes abhängig. Eine Eignung für bestimmte Verwendungszwecke sind vom Verarbei-

ter technisch und rechtlich zu prüfen.

Figures given refer to typical values. For raw material specifications please refer to individual technical data sheets. The values and properties stated for the finished product 

depend greatly on the successful processing of the raw material. Suitability for specific applications should be tested technically and legally by the processor.

sunpor® STD | SE

Wärmeleitfähigkeit/
thermal conductivity 
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Lambda

[mW/(m.K)]


